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3.4.2 Menu Outline 
Settings Menu?

DsplBrt Lt On/Off:

Tx Pwr:

Tx Mode:

Anlg Tone:

Dgtl Sqlch:

Pwr Up Chan:

Set Disp Menu?

PwrUp Status:

Chan#:

Edit Main?

Rx Freq:

Tx Freq:

Name:

Type:

CTCSS Disp:

Talk Groups:

PwrUp Help:

Channel Menu?

Edit Guard?

Tx NAC:

Zone:

Tx Power:

Noise Sq:

Edit Zones?

Use Zones:

Name:

Zone 00x [List]:

Add

Rx TGID:

Rx Dgtl Sq:

Tx TGID:

Rx NAC:

Maint Menu?

Password:

Password:

User ID:

Test Menu?

Edit Scan?

Scan Mode:

Pri 1 Chan:

Display Test?

Review Scan List:

Switch Test?

New Label:

Rx Tn Type:

Rx Tone:

Tx Tn Type:

Tx Tone:
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Rx Freq:

Tx Freq:

Name:

Type:

Tx NAC:

Tx Power:

Rx TGID:

Rx Dgtl Sq:

Tx TGID:

Rx NAC:

Rx Tn Type:

Rx Tone:

Tx Tn Type:

Tx Tone:

An
al

og
 C

ha
nn

el
s

D
ig

ita
l C

ha
nn

el
s

Zone 00x [Add]:

Add Channel?

Del

Remove Channel?

Mstr Edit Mode?

Config Menu?

Pwr Input Test?

Add

Scan List [Add]:

Add Channel?

Del

Remove Channel?

Data Xfer?

Show Version?

Display Sq:

Gd Enable:

Gd Vol Min:

Sidetone Vol:

Tx Time-out:

PriScan Period:

Num of Chans:

 
Details on each end level menu item are contained in the following sections. 
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Menu Outline Diagram from the NPX136D-070 Equipment Design Specification.




