
F 

E 

D 

C 

B 

A 

1 

1.1 

2 

3 

4 

5 

6 

18 15 14 13 

NOTES 
ALL DIMENSIONS INCHES. BUILD TO IPC/WHMA-A-620 CLASS 2 ASSEMBLY STANDARD. 
TOTAL LENGTH OF ASSEMBLY IS 14 INCHES 
USE 1.5 INCH LONG HEAT SHRINK 
USE APPROPRIATE COLORED HEATSHRINK (RED OR BLK) ON RING TERMINALS TO INDICATE POLARITY 
USE ONE PIECE OF BLACK HEAT SHRINK TO HOLD CONDUCTORS TOGETHER AT LOCATION SHOWN 

J1 

RED BLK 

6:hJ 
LOOKING INTO FRONT (MATING SIDE) 

OF CONNECTOR 

2 WIRE STANDARD HOUSING ULTRASONICALLY BONDED PP15-45 

CONTACT, 16-12 AWG, CRIMP, SILVER PLATED 

14 AWG HOOK-UP WIRE 41/30, RED, TINNED COPPER 

14 AWG HOOK-UP WIRE 41/30, BLK, TINNED COPPER 

TERMINAL RING, 14-16AWG,#10 STUD 

Heat Shrink Tubing 2:1 Thin Wall 3/8, Black, LENGTH 1.5 INCH 

Heat Shrink Tubing 2:1 Thin Wall 3/8, red, LENGTH 1.5 INCH 
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WIRE COLOR CODE J2 

BLACK BLK 

RED RED 

ASMPP30-1 X2-RK 1 

1331 1 

3079RD 1 

3079BK 1 

36160 2 

FP301-3/8-48"-Black-bulk 2 

FP301-3/8-48" -Red-Bulk 1 
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REPEATER BATTERY CABLE 
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	NIFC-NIICD Battery Cable



